


Specifications

0S-2130D

Printing Method

Direct therma

Printing Resolution

203 DPI (8 dots/i

Printing Speed

2ips ~ up to 4ips (51~

Printing Length

Max 100"(2540n

Printing Width

Max 2.83" (72mm), Min

Memory 8MB SDRAM(EMB user available), 4MB Fl
CPU Type 32 bit RISC microproces
Sensors Reflective (Left s
Operation Interface Button(Feed) X

Communication Interface

RS-232, USB, Cash drawer RS-2

Fonts

Internal character sets standard

9 alpha-numeric fonts from 0.049°H ~ 0.23" H (1.25r
Internal fonts are expandable up to 24x24

4 direction 0 ~ 270 rotation

Soft fonts and 2-byte Asian fonts are downloadable
Ability to print any Windows True Type Font easily

1D Barcodes

PPLA: Code 39 (standard/with checksum digit), Cod
with checksum digit/with human readable check digi
Postnet, Codabar, Code 128 subset A/B/C, UCC/EA
UCC/EAN-128 , Random Weight, Plessey, HBIC, Te
GS1 DataBar

PPLB: Code 39 (standard/with checksum digit),Cod:
with checksum digit/with human readable check digi
9 digit add-on), EAN-13 (standard/2 digit add-on/5 d
2 digit add-on/ddigit add-on), UPC-E (standard/2 dig
Codabar, Code 128 subset A/B/C, Code 128 UCC (¢
Code 128 Auto, German, Postcode, Matnx 2 of 5, U
UPC Interleaved 2 of 5, GS1 Data Bar




